Rechargeable 


Nickel-Cadmium Battery 


CHARGER 


Model BQ-4C 
OPERATING INSTRUCTIONS 


© Thank you for purchasing Panasonic 
Charger, MODEL BQ-4C. 


© Please read these instructions carefully 
before operating this unit. 


@ Please keep this operating instructions 
sheet for future reference. 
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Parts Location 


LED Pilot Lamps 


Positive 
Terminals Lid 


Terminals for 
9V Batteries 


Negative 
Terminals 


IMPORTANT SAFETY 
INSTRUCTIONS 


1. SAVE THESE INSTRUCTIONS 
This manual contains important safety and 
operating instructions for Panasonic Battery 
Charger Model BQ-4C. 

2. Before using battery charger, read all inst- 
ructions and cautionary markings on (1) 
battery charger, (2) battery, and (3) product 
using battery. 


3. CAUTION 


To reduce risk of injury, charge only 
Panasonic Rechargeable Nickel-Cadmium 
type batteries. 

Other types of batteries may burst causing 
personal injury and damage. 

Do not expose charger to rain or snow. 
Use of an attachment not recommended or 
sold by Panasonic may result in a risk of fire, 
electric shock, or injury to persons. 
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6. To reduce risk of damage to electric plug 
and cord, pull by plug rather than cord when 
disconnecting charger. 

7. Make sure cord is located so that it will not 
be stepped on, tripped over, or otherwise 
subjected to damage or stress. 

8. An extension cord should not be used. 
Otherwise may result in a risk of fire and 
electric shock. 

9. Do not operate charger with damaged cord 
or plug. Dispose of battery charger. 

10. Do not operate charger if it has received a 
sharp blow, been dropped or otherwise 
damaged in any way; take it to a qualified 
serviceman. 

11. Do not disassemble charger. Take it to a 
qualified serviceman when service or repair is 
required, 

Incorrect reassembly may result in a risk of 
electric shock or fire. 

12. To reduce risk of electric shock, unplug 

charger from outlet before attempting any 
maintenance or cleaning. 


* This charger is designed to work best with Panasonic 
Rechargeable Nickel-Cadmium Batteries. 

* Panasonic Rechargeable Nickel-Cadmium Batteries 
should be charged before initial use for best perfor- 
mance, 


MODEL BO-4C CAUTION: 
OPERATING INSTRUCTIONS Improper loading can lead 


to permanent battery 
Step I damage. Insure to maintain 
+ Plug charger into standard 110—120 volt AC outlet. 


h proper polarity, by match- 
(ordinary house current) ing plus (+) signs on 
batteries to plug (+) signs 
soou in slots, Do not attempt to 
Fer RESMA: BOA charge AA or AAA size by 
+ Load batteries into charging compartment as shown stacking one on top of the 
in Fig, 1. In this charger, batteries must always be other. See Fig. 5. 
charged in identical pairs (2-D Size, 2-C Size, 2-AA 
Size, 2-AAA Size) in charging compartment No.1 or 
No.2. A single battery cannot be charged in Step III 


compartment No.1 or No.2. See Fig. 2. Charging indicator lights should be on indicating 
that charging is being conducted, Indicator light 
should come on for each compartment that is load- 
ed. 


If indicator light does not come on: 

a) Make sure batteries are inserted — making proper 
contact with metal tab in each slot, 

b) Make sure charger is plugged into a working AC 
outlet, 


Procedure 

Your batteries should be fully charged in approxi- 
mately 6 hours (9 Volt size batteries fully charged 
in 14—16 hours), Batteries can be removed earlier 
than indicated, but available battery power will 
be reduced proportionately. 

Charging Indicator Lights do not go out when charg- 
ing time is over. Batteries can be left in charging unit 
without harm, but for maximum battery life, remove 
batteries after fully charging (or unplug charger). 


NOTE 

1 On the cover of Panasonic Rechargeable Nickel- 
Cadmium Batteries, charging time is shown as 16 
hours. With your new BQ-4C Charger, this time is 
reduced to 6 hours. Charging time with any other 
Panasonic Charger still requires 16 hours. 

2. Charger will feel warm when charging batteries. This 
is normal. 

3. This charger should be operated at temperatures 
above 32°F and below 104°F, The most efficient 
charging temperature range is between 50°F and 
86°F. 


WARNING: 

Do not charge different 

size batteries in same com- 

FRE Sire the" positive 
terminals are facing the 
directions shown by the 
diagram in each battery 
position. 
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For 9 Volt 

@ Load 9 Volt battery 
into compartment by 
properly mating con- 
nectors and snapping 
into place. See Fig. 4. 

@ A single 9 Volt battery 
can be charged. 


CAUTION 

1. When charging batteries, do not place anything on 
top of the charger. 

2. Keep charger out of children’s reach when plugged 
in. 

3. Do not charge one battery in a compartment by 
connecting its terminal to the charger electrode with 
a piece of metal. 


LIMITED WARRANTY 


Panasonic Industrial Company warrants the enclosed 


MAINTENANCE, CARE AND CLEANING 


+ Care and cleaning is minimal. 


# Unplug charger from AC outlet. 

Wipe off you charger with a damp cloth to remove 
dirt and grime if necessary. Wipe again with dry 
cloth, 

+ Never immerse charger in water or any other liquid. 


SPECIFICATIONS 


Model: Ba-4c 

Applicable batteries: Panasonic Rechargeable 
Nickel-Cadmium Batte 
P-1R “D” cell, P-2R 
P-3R “AA” cell, P-4R 
cell, P-9R "for 9V applica- 
tions” 

approx. 6 hours 

[9-volt size batteries are 
charged in 14-16 hours] 


Charging tim 


Input: 120V AC 60Hz 7W 
Output: DC 2.4V/9V 
240mA/10mA, 


Operating temperature: 32°F—104°F 


Features & Benefits of Panasonic Charger 
BQ-4C 


+ Fast Charging — Fully charged in 6 hours, one-half 
the time as conventional charging units for D, C, AA 
and AAA size batteries. 9 Volt size is fully charged 
in 14—16 hours, 

Versatile — Charges all 5 sizes of Nickel-Cadmium 
batteries (D, C, AA, AAA and 9 Volt). 

+ Flexible — Can charge two or four pieces of D, C, 
AA or AAA batteries at one time. One or two 
pieces of 9 Volt batteries. 

+ Safe — (LED) charging indicator lights tell you when 
charging is in progress. Polarity reverse protection 

+ Economical — You save money with Panasonic Re- 

chargeable Nickel-Cadmium Batteries because you 

can charge them hundreds of times, and energy cost 
is only a few pennies a charge. 

Compact and portable. 

Panasonic quality and reliability. 
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Panasonic Nickel-Cadmium Battery Charger to the 
original purchaser to be free of manufacturing defects 
for ninety (90) days after the original date of purchase. 
This warranty does not include damage to the product 
resulting from accidents, misuse or use of other manu- 
facturer’s batteries in the Panasonic Charger BQ-4C. If 
the product is defective within the warranty period, 
Panasonic will repair or replace (at our option) without 
charge. 


Return transportation fee will be paid by Panasonic if 
returned to: 

Battery Sales Division 

Panasonic Industrial Company 

Two Panasonic Way, Secaucus, NJO7094 


Distributed by Panasonic Industrial Company 


Made in Hong Kong 


